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Cleaning 
Damage to the lamp possible due to incorrect 
cleaning.
 » Switch off  the lamp and let it cool down before 

cleaning.
 » Carefully wipe the lamp with a damp soft cloth. 

Remove stubborn dirt with a few drops of was-
hing-up liquid.

Disassembly
 e Switch off  the power supply!

 » Carry out disassembly in reverse order to the 
assembly.

Repair
This lamp’s light source is to be replaced only by the 
manufacturer.
Unauthorised repairs to the lamp are not permitted. 
Send defective lamps to the central customer service 
offi  ce.

Disposal
Dispose of packaging material in an environmentally 
sound manner.
Defective lamps do not contain problematic waste 
and can be disposed of in the electrical waste.

Accessories
See data sheets

Technical specifications

Rated voltage 220 to 240 VAC
Mains frequency 50 / 60 Hz
Power factor λ 0.95
Power consumption see type plate
Ambient temperature -25 to +45°C
Protection class
Degree of protection
Service life

II
IP 67

60.000 h (at +25°C)

Reinigung 
Beschädigung der Leuchte durch falsche Reinigung 
möglich.
 » Leuchte vor dem Reinigen ausschalten und 

abkühlen lassen.
 » Leuchte mit einem angefeuchteten weichen Tuch 

vorsichtig abwischen. Hartnäckige Verschmutzun-
gen mit ein paar Tropfen Spülmittel entfernen.

Demontage
 e Spannungsversorgung abschalten!

 » Demontage in umgekehrter Reihenfolge wie 
Montage.

Reparatur
Die Lichtquelle dieser Leuchte ist nur vom Hersteller 
zu ersetzen. 
Eigenständige Reparaturen an der Leuchte sind nicht 
erlaubt. Defekte Leuchten an die zentrale Kunden-
dienststelle schicken. 

Entsorgung
Verpackungsmaterial umweltgerecht entsorgen.
Defekte Leuchten enthalten keine Problemabfälle 
und können in den Elektroschrott gegeben werden.

Zubehör
siehe Datenblätter

Technische Daten

Nennspannung 220 – 240 VAC
Netzfrequenz 50 / 60 Hz
Leistungsfaktor λ 0,95
Leistungsaufnahme siehe Typenschild
Umgebungstemperatur -25 ...+45°C
Schutzklasse
Schutzart
Lebensdauer

II
IP 67

60.000 h (bei +25°C)

Kontakt/Contact 
Instalighting GmbH 
Oststraße 14-16
D 59929 Brilon 
Tel: +49 2351 65619-0 
www.instalighting.de 
info@instalighting.de
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