OGL4 LH3

Sicherheitshinweise

Montage und Anschluss elektrischer
@ Geréte dirfen nur durch Elektrofachkrafte
erfolgen.
Schwere Verletzungen, Brand oder Sachschéden
mdéglich. Anleitung vollsténdig lesen und beachten.
Brandgefahr. An die Ausgangsleitung der LED-

Leuchten keine anderen Verbraucher auf3er LED-
Leuchten vom Typ OGL4 LH3 anschliefRen.

Zerstérungsgefahr. Zum Einstellen der Helligkeit
nur Dimmer verwenden, die fiir den Betrieb mit die-
sem LED-Produkt freigegeben sind (Dimmer-Kom-
patibilititsliste sieche www.instalighting.de).

Leuchte nicht zur Beleuchtung von Arbeitsplatzen
mit rotierenden Maschinenteilen verwenden.

Die Anschlussleitung ist nicht austauschbar. Bei
be-schédigter Anschlussleitung gesamte Leuchte
aus-tauschen.

Steckverbinder diirfen nicht dauerhaft im Wasser
liegen. Zur dauerhaften Entwéasserung des Einbaur-
ahmens bauseits eine Drainage vorsehen.

Die statische Druckbelastung auf die Leuchte darf
30 kN nicht Gberschreiten.

LED-Leuchte nicht biegen. Dies fiihrt zu Beschéadi-
gungen.

Nicht mit Riittelplatte Gberfahren.

Kontaktkorrosion des Edelstahimaterials. Kontakt
des Produktes mit unedleren Metallen, Eisenabrieb,
Fremdrost und aggressiven Medien unbedingt ver-
meiden.

Diese Anleitung ist Bestandteil des Produktes und
muss beim Endkunden verbleiben.
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Bild 1

Steckverbinder Eingang (IP67)

(2) Anschlussleitung

(3)

(4) Leuchtenkorper (IP68, 2 m)

(5) Lichtaustritt

(6) Steckverbinder Ausgang (IP67)
Funktion

BestimmungsgeméaRer Gebrauch

Lineare Bodeneinbauleuchte
Montage im Innenbereich in FuBbdden

Montage im AufRenbereich in Gehwegen,
Park-platzen oder Einfahrten

Montage nur mit passendem Einbaurahmen
(siehe Zubehor)

Direkter Anschluss an AC 220-240 V~ Netz-
spannung

Dimmbar iber konventionelle Dimmer, die flr
LED-Lasten ausgelegt sind (Dimmer-Kompati-
bilitatsliste sieche www.instalighting.de)
Leuchten und Rahmen nur zueinander pas-
send, in gleichen Langen, verbauen. Je Ein-
baurahmen nur eine Leuchte einsetzen.
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Nicht zugelassen fur 6ffentliche Verkehrsstra-
Ren, Autobahnen und andere Orte, an denen
horizontale Kréfte durch Fahrzeuge auftreten
(Bremsen, Beschleunigen, Fahrtrichtungs-
wechsel).

Erhaltliche Lichtfarben und Abstrahlwinkel sie-
he aktuelles Datenblatt unter www.instaligh-
ting.de.

Fir den Einsatz in Schwimmbadern nur in
Sonderausfiihrung geeignet. Kontaktieren Sie
die Instalighting GmbH flr weitere Informatio-
nen.

Leuchtmittel

Wartungsfreies Hochleistungs-LED-Leuchtmittel mit
integriertem Netzteil. Das Leuchtmittel ist nicht aus-
tauschbar.

Informationen fiir Elektrofachkrafte

Leuchte montieren

Voraussetzung: Der Einbaurahmen (7) ist bereits
auf einem geeigneten Fundament montiert.
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Thermische Ladngenausdehnung beachten.
Das verwendete Edelstahimaterial dehnt sich
bei einer Temperaturdifferenz von 60°C um ca.
1 mm pro Meter aus. Bei der Montage ausrei-
chend Dehnungsfugen zwischen den Rahmen-
elementen vorsehen.

Bei Montage der Leuchte kann die Anschluss-
leitung beschadigt werden. Eine beschadigte
Anschlussleitung kann zum Kurzschluss fuh-
ren. Auf sorgfaltige Leitungsflihrung im Rah-
men achten.

Die eingesetzte Leuchte ragt 5 mm Uber die
Rahmenoberkante hinaus (Bild 2). Die Ober-
kante des FertigfuBbodens (OKFF) muss spa-
ter ebenfalls 5 mm tber dem Rahmen liegen.
Anschlussleitung (2) sorgfaltig in der Nut des
Halteblechs (8) verlegen.
Bodeneinbauleuchte (4) gerade in den
Einbau-rahmen einsetzen.

Leuchte nach unten driicken, bis sie auf dem
Halteblech (8) aufliegt.
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Bild 3: Leuchte montieren.

Bild 4: Leuchte montieren (Haltefedern innen)

Leuchte anschlieBen — Aligemeine Hinweise

Q GEFAHR!

Elektrischer Schlag bei Beriihren span-
nungsfilhrender Teile.

Elektrischer Schlag kann zum Tod fiihren.
Vor Anschluss der Leuchten Zuleitung frei-

schalten.

Steckverbinder nicht unter Last stecken! Dies
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flhrt zur Zerstérung der Kontakte.

Der Stromkreis der Zuleitung muss mit einer
Fehlerstromschutzeinrichtung (RCD) ausge-
stattet sein.

Maximale Menge LED-Leuchten pro Kette und
Stromkreis beachten (siehe Dimensionierung).

LED-Leuchten gemaR Schaltskizze anschlie-
Ren.

Anschlussbelegung

Aderfarbe Anschluss
Blau (BU) Neutralleiter (N)
Braun (BN) AulBenleiter (L)
N
L _ AC 230 V~
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Bild 5: Schaltskizze

(12) Leitungsschutzschalter

(8)
(9)

Zum elektrischen Anschluss wird pro Leuchte
ein "Anschluss-Set 100006006" bendtigt.
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Bild 6: Anschluss-Set 100006006

Uberwurfmutter (Eingang)
Kontakttrager

(10) Uberwurfmutter (Ausgang)
(11) Dichtstopfen

Dimensionierung
Dimensionierung in Abhangigkeit vom verwendeten

Leitungsschutzschalter, siehe separate
Dokumentation.

LED-Leuchten verketten
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Bild 7: LED-Leuchten verketten

Bodeneinbauleuchten untereinander mit IP67-
Steckverbindungen (1/6) verbinden. Dabei auf
die richtige Kodierung der Steckverbinder ach-
ten: Ausgangsleitung der vorangehenden und
Eingangsleitung der nachsten Leuchte sind je-
weils mit zwei Punkten gekennzeichnet.

Uberwurfmutter mit einem Anzugsmoment von
3 Nm festziehen.

Die Steckverbinder lassen sich maximal 10
Mal wiederverbinden. Da die Kontaktierung
Uber Schneidklemm-Technik erfolgt, miissen
bei jedem neuen Steckvorgang die schon ein-
mal kontaktierten Einzeladern abgeschnitten
und erneut in die Uberwurfmutter eingefadelt
werden. Dieser Vorgang ist identisch mit dem
Anschluss der Zuleitung (Bild 9).

Anschluss an Dimmer

Die

Leuchten lassen sich primarseitig Gber konven-

tionelle Dimmer betreiben. Dabei missen folgende
Voraussetzungen erfiillt sein:

:

Nur Dimmer verwenden, die fir den Betrieb mit
LED-Produkten vom Typ

"OGL4 LH3" freigegeben sind. Aktuelle
Dimmer-Kompatibilitatsliste siehe
www.instalighting.de.

Dimmer immer auf die Betriebsart "Phasenab-
schnitt" einstellen. Bei Dimmern mit speziellen
LED-Betriebsarten ist dieser Betrieb meist mit
dem Symbol LED /1. gekennzeichnet.

Die zum jeweiligen Dimmer angegebene Maxi-

mallast einhalten (kann von den Angaben un-ter

"Dimensionierung" abweichen).

Angegebene Minimal-Helligkeit nicht unter-
schreiten. Dies flhrt zu flackern der Lichtein-
satze. Wenn mdglich, Minimal-Helligkeit im
Dimmer auf den empfohlenen Wert speichern.

Ausgangsleitung der letzten LED-Leuchte
versiegeln

Voraussetzung: Es mlssen keine weiteren Leuch-
ten mehr an die Kette angeschlossen werden.

Um das Eindringen von Feuchtigkeit zu verhindern,
muss die Ausgangsleitung der letzten LED-Leuchte
einer Kette immer mit einem Dichstopfen versiegelt
werden.
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Zum Versiegeln der Ausgangsleitung Dicht-
stopfen (11) und Uberwurfmutter (10) mit Zwei-
Punkt-Markierung aus dem Anschluss-Set ver-
wenden (Bild 6).

Bild 8: Ausgangsleitung versiegeln

Dichtstopfen (11) in die Riickseite der Uber-
wurfmutter (10) einstecken.

Uberwurfmutter auf die Ausgangsleitung der
LED-Leuchte aufschrauben. Dabei auf die rich-
tige Kodierung der Steckverbinder achten:
Ausgangsleitung der LED-Leuchte und Uber-
wurfmutter aus dem Anschluss-Set sind mit
zwei Punkten gekennzeichnet.

Uberwurfmutter mit einem Anzugsmoment von
3 Nm festziehen.

Alle LED-Leuchte anschlieien

Voraussetzung: Die Ausgangsleitung der letzten
Leuchte ist mit einem Dichtstopfen vesiegelt.

Zum Anschluss der Zuleitung Kontakttrager (9)
und Uberwurfmutter (8) mit Ein-Punkt-Markie-
rung aus dem Anschluss-Set verwenden

(Bild 6).
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Bild 9: Zuleitung anschlief’en

A: Bauseitige Zuleitung ca. 40 mm abmanteln.
Einzeladern nicht abisolieren!

B: Einzeladern in die Uberwurfmutter (8) einfa-
deln und in die Kunststoffklammern einrasten.
Dabei auf die richtige Kodierung der Steckver-
binder achten; Eingangsleitung der LED-
Leuchte und Uberwurfmutter aus dem An-
schluss-Set sind jeweils mit einem einzelnen
Punkt gekennzeichnet.

C: Uberstehende Aderenden mit einem Seiten-
schneider blindig abschneiden.

D: Uberwurfmutter mit einem Anzugsmoment
von 3 Nm festziehen.

Erste Leuchte der Kette an die Zuleitung an-
schlielen (siehe "LED-Leuchten verketten").
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Technische Daten

Nennspannung AC 220-240 V~
Netzfrequenz 50/60 Hz
Leistungsaufnahme pro Meter ca. 10 W
Leistungsfaktor 0,9
Schutzklasse Il
Schutzart Leuchtenkdrper IP68 (2 m)
Schutzart Steckverbinder IP 67
Umgebungstemperatur -20 ... +50 °C
Lager-/ Transporttemperatur -25 ... +60 °C
Statische Druckbelastung 30 kN (DIN

EN60598-2-13)

Zubehor

Anschluss-Set IP67
Einbaurahmen,

OGL ZL 03
OGL F2 350x125

350x125mm

Einbaurahmen, OGL F2 1000x125
1000x125mm

Aushebewerkzeug OGL zM 01
Gewahrleistung

Technische und formale Anderungen am Produkt,
soweit sie dem technischen Fortschritt dienen, be-
halten wir uns vor.

Wir leisten Gewahr im Rahmen der gesetzlichen
Bestimmungen.

Bitte schicken Sie das Gerat portofrei mit einer Feh-
lerbeschreibung an unsere zentrale Kundendienst-
stelle:

Instalighting GmbH

Oststralle 14-16

59929 Brilon

Deutschland



OGL4 LH3

Safety instructions

Electrical devices may only be mounted
@ and connected by electrically skilled
persons.
Serious injuries, fire or property damage possible.
Please read and follow manual fully.
Fire hazard. Do not connect any other consumers

apart from the LED luminaires of type OGL4 LH3
to the output line.

Danger of destruction. For brightness control use
only dimmers, that are approved for operation with
this LED product (dimmer compatibility list see
www.instalighting.de)

Do not use luminaire to illuminate workstations with
rotating machine parts.

The connecting cable is not exchangeable. If the
connecting cable is damaged, replace the entire lu-
minaire.

Connectors must not permanently remain underwa-
ter. For permanent de-watering of the mounting fra-
me a drainage shall be provided on site.

The static pressure load applied on the luminaire
must not exceed 30 kN.

Do not bend LED luminaire. This can cause dama-
ge.

The lamp must not be traversed with a plate vibra-
tor.

Risk of galvanic corrosion in stainless steel. Contact
of the product with less noble metals, abraded iron,
external corrosion and aggressive media must be
avoided.

These instructions are an integral part of the pro-
duct, and must remain with the end customer.

Device components
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Figure 1

(1) Plug connector input (IP67)

(2) Connecting cable

(3)

(4) Luminaire body (IP68, 2 m)
(5) Light output

(6) Plug connector output (IP67)
Function

Intended use

—  Linear in-ground luminaire

—  Mounting indoors in the floor

- Mounting outdoors in walkways, parking lots
and driveways

—  Mounting only with matching installation frame
(see accessories)

—  Direct connection to AC 220-240 V~ mains

_  Dimmable via conventional dimmers, that are
designed for LED loads (listing of compatible
dimmers see www.instalighting.de)

il Only install luminaire and frame fitting together
as a pair of equal length. Place only one lu-
minaire per mounting frame.

Not approved for use in public traffic roads,
highways and other areas, where the frame is
subjected to horizontal forces produced by ve-
hicles (acceleration, braking or driving direction
changes).

[i] Available light colours and beam angles see
current data sheet at www.instalighting.de

[i] Inswimming pools, only a special type of the
lamp can be used. Contact Instalighting GmbH
for further information.

=

Lamps

Maintenance free high-performance LED lamp with
integrated power supply unit. The lamp cannot be
replaced.

Information for electrically skilled persons

Mounting the luminaire

The mounting frame (7) has already been installed
on a suitable foundation.

Observe the linear thermal expansion. At a
temperature difference of 60 °C, the stainless
steel material used is subject to linear thermal
expansion in the order of approx. 1 mm per
meter. Provide for adequately dimensioned ex-
pansion joints between the frame elements du-
ring fitting.

[i] Risk of damage to the connecting cable when
fitting the luminaire. A damaged connecting ca-
ble can result in a short-circuit. Be careful
when routing the cables inside the mounting
frame.

[i] The installed luminaire exceeds the upper ed-
ge of the frame by 5 mm (Figure 2). The upper
edge of the floor after finishing must therefore
also exceed the frame by 5 mm.

®  Place the connecting cable (2) carefully in the
groove of supporting strip (8).

®  |nsert the floor lamp (4) straight into the moun-
ting frame.

®  Press the luminaire down until it comes to rest
on the supporting strip (8).

Figure 3: Mounting the luminaire (outer retaining
springs)

Figure 4: Mounting the luminaire (inner retaining
springs)

Connecting luminaire — General notes

Q DANGER!

Electrical shock when live parts are tou-
ched.

Electrical shocks can be fatal.

Before connecting the luminaires, dis-
connect the supply line.

Do not insert connector under load! This will
cause destruction of the contacts.

The power circuit of the supply line must be
equipped with an residual current protective
device (RCD).

Observe the maximum number of LED luminai-
res per chain and circuit (see dimensioning).
Connect the LED luminaires according to the
circuit diagram .
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Connection assignment

Wire colour Connection
Blue (BU) Neutral conductor (N)
Brown (BN) Phase conductor (L)

N
L AC 230 V~

[ g
(12) | .
o5 ol

uﬂ' I

...n

BN

2L

1 ...n

5

Figure 5: Circuit diagram

(12) Circuit breaker

One "connection set 50909900" per LED lu-
minaire chain is required for the electrical
connection.

I I
!
(8) 9) (10) (11)
Figure 6: Connection set 100006006

(8) Union nut (Input)
(9) Insulator

(10) Unit nut (Output)
(11) Sealing plug

Dimensioning

Dimensioning depending on the circuit breaker
used, see separate documentation.

Linking LED luminaires
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Figure 7: Linking LED luminaires

1B
B>

®m  Connect the floor lamps with one another using
the IP67 connectors (1/6). When doing so, pay
attention to the correct encoding of the connec-
tor: Output cable of the previous and input ca-
ble of the next luminaire are each marked with
two points.

®  Tighten union nut at a tightening torque of 3
Nm.

[i] The connectors can be re-connected a maxi-
mum of 10 times. Since the contact is made by
means of IDC technology, the single conduc-
tors that have already been contacted once
must be cut off for each new plug-in process
and re-threaded into the union nut. This pro-
cess is identical with the connection of the sup-
ply line (Figure 9).

Dimmer connection

The luminaires can be operated via conventional
dimmers on the primary side. In doing so the follo-
wing conditions must be fulfilled:

m  Use only dimmers, that are approved for ope-
ration with LED products of type
"OGL1 1060 LH" (version 01).

i Current listing of compatible dimmers see
www.instalighting.de.

m  Always set the dimmer to operating mode "trai-
ling edge phase control". On dimmers with
special LED operating modes, this mode is
commonly signed with the symbol LED 1 .

®m  Observe the maximum load related to the cho-
sen dimmer (can differ from the data listed un-
der "Dimensioning").

® Do not underrun the specified minimum bright-
ness. This will cause flickering of the light in-
serts. If possible, store the minimum brightness
inside the dimmer to the recommended value.

Sealing output cable of the last LED luminaire

Precondition: No additional luminaires need be
connected to the chain anymore.

To prevent the penetration of moisture, the output
cable of the last LED luminaire of a chain must be
sealed with a sealing plug.

[i] To seal the output cable, use a sealing plug
(11) and union nut (10) with two-point marking
from the connection set (Figure 6).
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Figure 8: Sealing output cable

®m  |nsert a sealing plug (11) into the back of the
union nut (10).

m  Screw union nut onto the output cable of the
LED luminaire. When doing so, pay attention to
the correct encoding of the connector: Output
cable of the LED luminaire and union nut from
the connection set are marked with two points.

®m  Tighten union nut at a tightening torque of 3
Nm.
Connecting all LED luminaires

Precondition: The output cable of the last luminaire
is sealed with a sealing plug.

To connect the supply line, use an insulator (9)
and union nut (8) with one-point marking from
the connection set (Figure 6).
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Figure 9: Connecting the supply line

m  A: Strip on-site supply line approx. 40 mm. Do
not insulate individual conductors!

®m  B: Thread individual conductors into the union
nut (8) and snap them into place in the plastic
clips. When doing so, pay attention to the cor-
rect encoding of the connector: Input cable of
the LED luminaire and union nut from the
connection set are each marked with a single
point.

= C: Cut off any protruding wire ends flush using
a cable cutter.

= D: Tighten union nut at a tightening torque of 3
Nm.

®  Connect the first luminaire of the chain to the

supply line (see "Linking LED luminaires").

Technical data

Rated voltage

Mains frequency

Power consumption per metre
Power factor

Protection class Il

AC 220-240 V~

50/60 Hz Hz
approx. 10 W
0.9

Degree of protection, luminaire IP68 (2 m)
housing

Degree of protection Plug IP 67
connector

Ambient temperature -20 ... +50 °C
Storage/transport temperature -25...+60 °C
Static pressure load 30 kN (DIN

EN60598-2-13)

Accessories

Connection set IP67
Mounting frame,
350x125mm

Mounting frame,
1000x125mm Removal tool

OGL ZL 03
OGL F2 350x125

OGL F2 1000x125
OGL ZM 01

Warranty

We reserve the right to make technical and formal
changes to the product in the interest of technical
progress.

We provide a warranty as provided for by law.
Please send the unit postage-free with a description
of the defect to our central customer service office:

Instalighting GmbH
Oststralle 14-16
59929 Brilon
Germany





