instalight Flat 2044 P

Sicherheitshinweise

Einbau und Montage elektrischer Geréte diirfen nur
durch Elektrofachkrafte erfolgen.

Schwere Verletzungen, Brand oder Sachschaden
moglich. Anleitung vollstéandig lesen und beachten.

Anwendung nur im Innenbereich.

Leuchte nicht an konventionellen Dimmer
anschlieBen. Zum Dimmen DALI-Steuergerat
verwenden.

Die Anschlussleitung darf nur vom Hersteller
ausgewechselt werden.

LED-Leuchte nicht biegen. Dies fiihrt zu
Beschadigungen.

Zum Aufhédngen der Leuchte ausschliellich die
mitgelieferten Drahtseile verwenden. Drahtseile mit
falschem Durchmesser konnen durch die Halterung
rutschen.

Diese Anleitung ist Bestandteil des Produktes und
muss beim Endkunden verbleiben.

Funktion

BestimmungsgemaRer Gebrauch

Lineare Pendelleuchte zur Allgemeinbeleuchtung.
Variante "Prisma" geeignet zur Beleuchtung von
Bildschirmarbeitsplatzen gemafl DIN EN 12464-1.
Lichttechnik

Direktanteil (3) als vollflachiger Lichtaustritt:

- Variante "Prisma": Abstrahlwinkel 98°

- Variante "Satiniert": Abstrahlwinkel 110° (diffus)
Indirektanteil (2): LED-Leuchtmittel mit klarer Abdeckung
auf der Leuchtenoberseite, Abstrahlwinkel 102°.

Lichtverteilung (direkt/indirekt)

Ansteuerung Prisma Satiniert

D2 50% / 50% 60% / 40%

(i] Aktuelle Informationen zur Lichttechnik sowie
Lichtverteilungskurven finden Sie im Internet unter
www.instalighting.de

Ansteuerung (DALI)

- 2xDALI
Direkt/Indirekt separat (1...100%)

Reinigung

Zum Reinigen der Leuchte keine aggressiven,
organischen oder scheuernden Reinigungsmittel
verwenden! Abdeckung nicht trocken abwischen!

Leuchte vor dem Reinigen ausschalten und abkuhlen
lassen. Leuchtenkdrper mit einem angefeuchteten
weichen Tuch reinigen.

Kunststoffteile mit einem angefeuchteten weichen Tuch
vorsichtig abwischen. Hartnackige Verschmutzungen mit
ein paar Tropfen Spulmittel oder Acrylglasreiniger
entfernen.

Leuchtmittel

Hochleistungs-LED-Leuchtmittel. Lebensdauer
(L80/B10): >60.000 h.

Das Leuchtmittel ist nur durch den Hersteller
auswechselbar.
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Montage und elektrischer Anschluss

A

GEFAHR!

Elektrischer Schlag bei Beriihren
spannungsfiihrender Teile.

Elektrischer Schlag kann zum Tod fiihren.

Vor Anschluss der Leuchten Zuleitung
freischalten.

Pendel montieren

Die Leuchte wird mit zwei beiliegenden Drahtseilen von
der Decke abgependelt. Die Befestigung der Drahtseile
erfolgt Uber zwei Drahtseil-Deckenhalter (4). Der
Abstand zwischen den Pendeln lasst sich durch
Verschieben der Y-Aufhangung im Leuchtenprofil
variabel einstellen. Fir eine optimale Fiihrung der
Anschlussleitung angegebenen Pendelabstand A
verwenden (Bild 1).

= Mittelpunkte fir Pendelabhangungen an der Decke
anzeichnen.

= Drahtseil-Deckenhalter (4) mit der Decke
verschrauben. Art und Gro3e der Schrauben
abhangig vom vorhandenen Untergrund wahlen
(Bild 4).

= Beiliegende Drahtseile (6) in die Lochmuttern der
Deckenhalter (4) einfadeln (Bild 4).

= Lochmutter in den Drahtseil-Deckenhalter (4)
einschrauben (Bild 4).

Leuchte aufhangen

= Beide Drahtseile (6) durch jeweils einen Y-
Drahtseilhalter (7) an der Leuchte fadeln.

= Gewiinschte Pendellange einstellen. Hierzu das
obere Réhrchen in den Y-Drahtseilhalter (7)
eindriicken. Das Drahtseil lasst sich frei im Y-
Drahtseilhalter bewegen (Bild 5).

= Drahtseil auf die gewlinschte Pendellange
einstellen und das Réhrchen wieder loslassen. Das
Drahtseil wird in der neuen Lange automatisch
fixiert.

(i] Die Drahtenden sind thermisch verschlossen, damit
diese sich nicht auftrennen. Uberstehende
Drahtenden nicht abschneiden, sondern in einer Nut
des Leuchtenkorpers verstauen.

= Seitliche Neigung der Leuchte einstellen und an
beiden Y-Drahtseilhaltern (7) mittels
Rendelschrauben fixieren (Bild 5).

Leuchte anschlieBen (Bild 3)

Die Leuchten-Anschlussleitung ist zum Anschluss an die
bauseitige Zuleitung mit Federsteckklemmen
ausgestattet. Die Federklemmen sind zum Anschluss
von ein oder zwei eindrahtigen Leitern geeignet.

Farbzuordnung der Leuchten-Anschlussleitung (5)
beachten:

Aderfarbe Anschluss
Griin-Gelb (GN-YE) Schutzleiter (PE)
Blau (BU) Neutralleiter (N)
Braun (BN) AulBenleiter (L)
Grau (GY) DALI (da)
Schwarz (BK) DALI (da)

Anzahl Leuchten pro Leitungsschutzschalter (LS)
beachten:

LS-Typ 10A 16 A
B 10 17
c 16 26

= Bauseitige Zuleitung abmanteln und Einzeladern
wie dargestellt abisolieren (Bild 3).

= Einzeladern der Zuleitung an die Federklemmen
anschlielRen (Bild 3).

Far Durchverdrahtung zweite Leitungseinfiihrung in
der Federklemme verwenden.

= Typ "Satiniert": Vor Einschalten der Netzspannung
Schutzfolie vom Direktanteil (3) entfernen (Bild 6).

Inbetriebnahme

Leuchte einschalten (ohne DALI)
= Netzspannung einschalten.

Unmittelbar mit dem Einschalten der Netzspannung
beginnt die Leuchte mit voller Helligkeit zu leuchten.

[i] Bei Leuchten mit DALI-Schnittstelle hangt das
Verhalten nach dem Einschalten der Netzspannung
von der Parametrierung ab. Werkseitig sind die
Leuchten so parametriert, dass sie bei Ausfall des
DALI-Signals auf volle Helligkeit schalten.

Leuchte einschalten (DALI Broadcast-Betrieb)

Bei Anschluss an ein DALI Broadcast-Steuergerat (z. B.
DALI-Powerpoti, siehe "Zubehor") lasst sich die Leuchte
ohne Adressierung direkt ansteuern.

= Netzspannung einschalten.

Direkt- und Indirektanteil der Leuchte schalten bis
zum Empfang des ersten DALI-Broadcast-
Telegramms auf volle Helligkeit. Danach reagiert
die Leuchte auf die vom DALI-Geber gesendeten
Helligkeiten.

= |euchte Uber DALI Broadcast-Steuergerat
einschalten und gewtinschte Helligkeit einstellen.
Direkt- und Indirektanteil lassen sich im
Broadcastbetrieb nicht separat dimmen.

I l InstaLighting

instalight Flat 2044 P
Art.-Nr. i1 2044 P ... 00

Bedienungsanleitung

)

Il

Instalighting GmbH
Hohe Steinert 10

58509 Liidenscheid

Telefon +49 2351 65619-0

www.instalighting.de
info@instalighting.de

82585910
04.12.2019

Leuchte einschalten (Adressierter DALI-Betrieb)

Bei Anschluss an ein DALI-Steuergeréat fur adressierten
Betrieb (z. B. DALI-Gateway, siehe "Zubehor") muss die
Leuchte zunachst Gber den Inbetriebnahme-Dialog des
Steuergerates adressiert werden. Die Leuchte meldet
sich im DALI-Bus als zwei Betriebsgerate.

= Netzspannung einschalten.

= DALI-Bus abfragen.

m Leuchte adressieren und parametrieren (siehe
Bedienungsanleitung des DALI-Steuergerates).
Bedienung:

Die Helligkeit von Direkt- und Indirektanteil werden
separat Uber zwei DALI-Adressen eingestellt.



Anhang Satiniert 60W  Zubehor \évei;{ierLsé]eunnGeer\]Néhr im Rahmen der gesetzlichen
Schutzart IP20  Baldachin mit Seilhalter Art-Nr.i110ZM 01 _ ungen. . o
Technische Daten Schutzklasse | DALI Power Poti Art.-Nr. 51167002 Bitte schicken Sie das Gerat portofrei mit einer
Nennspannung AC 220 ... 240 V ~ tlarg%?t;ungstemperatur ;g 138 jg DALI-Gateway Plus Art.-Nr. 64543021 Eﬁﬂféﬁglsg:srtesltbelﬂg an unsere zentrale
Netzfrequenz 50 /60 Hz - -l .. :
I’:leistungsfaktor bC 108 278O\,/QQ Bri?nnégg;ttemperatur ein/aus. DALl Gewahrleistung Instalighting GmbH
ennspannun = , " i
Nennsgannung DC 176 V (0,5h)  Leitungs-/Pendellange 2m  Technische und formale Anderungen am Produkt, ?ggﬁgsﬁﬁgfggﬁeid
i soweit sie dem technischen Fortschritt dienen, behalten  pg\tschiand
Leistungsaufnahme Gewicht 9kg wir uns vor.
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Safety instructions

Electrical equipment may only be installed and fitted
by electrically skilled persons.

Serious injuries, fire or property damage possible.
Please read and follow manual fully.

Only use indoors.

Do not operate the luminaire on a conventional
dimmer. Use DALI control unit for dimming.

Only the manufacturer may exchange the
connecting cable.

Do not bend LED luminaire. This can cause damage.

Use only the wire cables supplied to suspend the
luminaire. Wire cables with the incorrect diameter
can slip through the mounting.

These instructions are an integral part of the
product, and must remain with the end customer.

Function

Intended use

Linear pendulum luminaire for general lighting.
"Prism" variant suitable for lighting workstations in
accordance with EN 12464-1.

Light technology

Direct component (3) as full-surface light emission:

- "Prism" variant: Emission angle 98°

"Satined" variant: Emission angle 110° (diffuse)
Indirect light (2): LED lamps with clear cover on top of
the luminaire, emission angle 102°.

Light distribution (direct/indirect)

Control Prisma Satined

D2 50% / 50% 60% / 40%

(i] Current information on light technology and light
distribution curves can be found in the Internet at
www.instalighting.de

Activation (DALI)

- 2xDALI
Direct/indirect separate (1...100%)

Cleaning

Do not use any aggressive, organic or abrasive cleaning
agents to clean the luminaire! Do not wipe cover dry!

Before cleaning, switch the luminaire off and let it cool
down. Clean the luminaire housing with a moistened soft
towel.

Wipe acrylic parts carefully with a moistened soft towel.
Remove stubborn stains with a few drops of detergent or
acrylic glass cleaner.

Lamps

High-performance LED lamps. Lifespan
(L80/B10): >60,000 h.
The lamp may only be replaced by the manufacturer.

Information for electrically skilled
persons

Fitting and electrical connection

A

DANGER!

Electrical shock when live parts are
touched.

Electrical shocks can be fatal.

Before connecting the luminaires,
disconnect the supply line.

Installing the pendulum

The luminaire is suspended from the ceiling with two
enclosed wire cables. The wire cable is fastened by
means of two wire cable suspension brackets (4). The
distance between the pendulum can be variably
adjusted by pushing the suspension in the luminaire
profile. A pendulum distance of A is recommended for
optimum routing of the connecting wire (figure 1).

= Mark middle points for pendulum suspensions on
the ceiling.

= Screw the wire cable suspension bracket (4) to the
ceiling. Select the type and size of the screws
depending on the existing surface (Figure 4).

= Thread the enclosed wire cable (6) into the screw
hole nuts (4) of the suspension bracket (Figure 4).

= Screw hole nut into the wire cable suspension
bracket (4) (Figure 4).

Suspending the luminaire

= Thread each of the two wire cables (6) through a Y
wire cable mounting bracket (7) on the luminaire.

= Set the required pendulum length. To do this, press
the upper tube into the Y-wire cable mounting
bracket (7). The wire cable can move freely in the
Y-wire cable mounting bracket (figure 5).

= Set the wire cable to the required pendulum length
and release the tube again. The wire cable is fixed
automatically in the new length.

[i] The ends of the cable are thermally closed, so that
they do not separate. Do not cut off protruding wire
ends, but stow them in a groove of the luminaire
housing instead.

= Adjust the lateral inclination of the luminaire and fix
to both Y-wire cable mounting brackets (7) using the
knurled-head screws (Figure 5).

Connecting the luminaire (Figure 3)

The luminaire connecting cable is equipped with
screwless-type terminals for connection to the
construction-side supply line. The screwless-type
terminals are suitable for the connection of one or two-
wire conductors.

observe colour assignment of the luminaire
connecting cable (5):

Wire colour Connection
Green-yellow (GN-YE) Earth conductor (PE)
Blue (BU) Neutral conductor (N)
Brown (BN) Live conductor (L)
Grey (GY) DALI (da)

Black (BK) DALI (da)

Please observe the maximum number of luminaires
per circuit breaker (LS):

CB typical 10A 16 A
B 10 17
C 16 26

m  Strip the construction-side supply line and the
individual wires as shown (Figure 3).

= Connect the individual wires of the supply line to the
screw-type terminals (Figure 3).

For through-wiring, use the second cable inlet in the
screwless-type terminal.

= "Satined" type: Before switching on the mains
voltage, remove the protective film from the direct
component (3) (Figure 6).

Commissioning

Switching on luminaire (without DALI)
= Switch on mains voltage.

The luminaire begins to light up with full brightness
as soon as the mains voltage is switched on.

[i] In the case of luminaires with DALI interfaces, the
behaviour after switching on the mains voltage
depends on the configuration. At the factory, the
luminaires are configured to switch to full brightness
if there is a failure of the DALI signal.

Switching on luminaire (DALI broadcast operation)

If connected to a DALI broadcast control unit (e.g. DALI-
Powerpoti, see "Accessories"), the luminaire can be
controlled directly without addressing.

Switch on mains voltage.

The direct and indirect component of the luminaire
switch to full brightness by the time the first DALI
broadcast telegram is received. Afterwards, the
luminaire reacts to the brightness transmitted from
the DALI transmitter.

= Switch on luminaire via DALI broadcast control unit
and set the required brightness. The direct and
indirect component cannot be dimmed separately in
broadcast operation.

Switching on luminaire (addressed DALI operation)

If connected to a DALI control unit for addressed
operation (e.g. DALI-Gateway, see "Accessories"), the
luminaire must first be addressed via the start-up dialog
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of the control unit. The luminaire responds in the DALI
bus as two operating devices.

Switch on mains voltage.
Poll DALI Bus.

Address and configure luminaire (see operation
manual of the DALI control unit).

Operation:

The brightness of the direct and indirect component
are set separately using two DALI addresses.



Appendix Satined 60W Accessories Please send the unit postage-free with a description of
the defect to our central customer service office:

. Degree of protection IP20  Canopy with cable holder Art. No. il 10 ZM 01 L
Technical data Protection class .1 DALIPower Potentiometer Art. No. 51167002  Instalighting ?mb"'
Rated voltage AC 220 ...240V ~ Ambient temperature +5..435°C DALl gateway Art. No. 64543021 Hohe Steinert 10
Mains frequency 50/ 60 Hz tStorage/ttransport -20...+70°C gi?g%h;densche'd
Power factor 0.99 temperature Warrant
Rated voltage DC 198 ... 278 V= Dimmable on/ off, DALI y _ _
Rated voltage DC 176 V (0.5h)  Cable- /Pendulum length 2m We reserve the right to make technical and formal
Power consumption changes to the product in the interest of technical
Weight 9k .
Prism agw o9 g progress ,
We provide a warranty as provided for by law.
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